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( START ^ 302 

, I t 

[RECEIVE A SESSION RESPONSE MESSAGE [ -304 

, ^ L 

I DETERMINE THE DAG'S IP ADDRESS AND COMMUNICATION PORT [^306 



, T k 

I RECEIVE A LINK-LAYER PACKET [ -308 

1 INSERT PREDETERMINED VALUES INT O CERTAIN IP MESSAGE HEADER FIELDS [ -310 
1 

1 CALCULATE AND INSERT THE TOTAL-LENGTH IP HEADER FIELD VALUE [ ^312 

t ; 

| CALCULATE AND INSERT THE IDENTIFICATION IP HEADER FIELD VALUE [ -314 

1 INSERT THE SOURCE IP ADDRESS AND THE DESTINATION IP ADDRESS | ^jyg 

1 CALCULATE AND INSERT THE CHECKSUM IP HEADER FIELD VALUE [ -318 
T 



INSERT THE SOURCE COMMUNICATION PORT AND THE DESTINATION COMMUNICATION 

PORT m 



CALCULATE AND INSERT THE LENGTH UDP HEADER FIELD VALUE [ -322 

7 

CALCULATE AND INSERT T HE CHECKSUM UDP HEADER FIELD VALUE [ ^324 

T 

I SEND THE RESULTING VOICE-OVER- IP PACKET TO THE DESTINATION IP ADDRESS [ -326 
I J» 

( END ^ 328 
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